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SYSTEM AND METHOD FOR DISPLAYING SELECTED GARMENTS ON A 
COMPUTER-SIMULATED MANNEQUIN 

Field of the Invention 

5 The present invention relates to methods and systems for producing images of 

computer-simulated clothing. 

Background 

The concept of a computerized or simulated dressing environment is a user- 

10 operated display system that generates computer-simulated images of a human figure 
wearing one or more selected garments. The simulated human figure thus represents a 
virtual model or mannequin for modeling clothes. Such an environment should ideally 
provide the user with the capability of viewing the mannequin and garment from a 
plurality of viewpoints to give a three-dimensional experience. By allowing the user to 

15 also select in some manner the particular human figure that is to wear the garment, an 
individualized experience is provided that allows the user to see what selected clothes 
look like when worn by different people. 

The degree to which the system takes into account the physical forces acting on a 
garment as it is worn determine in large part how visually realistic the computer- 

20 generated images are. Simulation of the draping and collision of a garment object with a 
mannequin using a three-dimensional modeling environment (e.g., Maya, manufactured 
by Alias Wavefront of Toronto, Canada) allows the rendering of a two-dimensional 
image of the mannequin and garment that is quite realistic in appearance. It is desirable 
in a simulated dressing environment, however, for a user to be able to select among a 

25 variety of different mannequins and/or garments for displaying. Accordingly, a simulated 
dressing environment could be implemented with a three-dimensional modeling 
environment simply by simulating particular dressing scenes in response to user inputs 
and then rendering two-dimensional images directly from the simulation scene. The 
massive amount of computation required to perform a collision and draping simulation 

30 for any particular mannequin and garment, however, makes three-dimensional modeling 
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an impractical way by itself in most commonly available computing environments to 
generate the multiple images of different mannequins and garments needed to implement 
a dressing environment. 

5 Summary of the Invention 

A primary aspect of the present invention is a method for efficiently producing 
images of a computer-simulated mannequin wearing a garment or garments, the 
geometries of which are defined by selected mannequin and garment parameter values. 
An image, as the term is used herein, includes any spatial function derived from a 

10 perspective projection of a three-dimensional scene either existing in the real world or as 
modeled by a computer. This definition includes not only the usual two-dimensional 
intensity image, such as that formed upon the human retina when viewing a scene in the 
real world or that captured on photographic film through a camera aperture, but also two- 
dimensional functions incorporating both intensity and phase information for use in 

15 wavefront reconstruction (i.e., holograms). The present invention primarily deals with 
digital images (i.e., discrete two-dimensional functions) derived from three-dimensional 
scenes by the process of rendering. An image should therefore be taken to mean any 
form of such rendered data that is capable of being represented internally by a computer 
and/or transmitted over a computer network. When referring specifically to a visually 

20 informative representation that can actually be perceived by the human eye, such as that 
produced on a computer display, the term visual image will be used. 

In one embodiment, the present invention includes performing a draping and 
collision of a garment with a mannequin within a three-dimensional simulation scene to 
generate a rendering frame from which an image of a mannequin wearing a garment can 

25 be rendered, and further includes generating rendering frames containing mannequins and 
garments as defined by selected parameter values by shape blending the mannequins 
and/or garments of previously generated rendering frames. Linear combinations of the 
parameter values of previously generated rendering frames (e.g., as produced by 
interpolating between such values) are thus used to generate rendering frames with the 

30 desired mannequin and garment. 
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In another embodiment, the invention includes the generation of a rendering frame 
containing a mannequin wearing a particular garment from a collision and draping 
simulation and the further addition of garment constraints corresponding to particular 
predefined shells around the mannequin that mimic the way the garment behaves when 
worn with another particular garment. These garment constraints are defined so as to 
conform to various dressing conventions or rules relating to how clothes are worn, e.g., 
the wearing of a coat over a shirt. Rendering frames corresponding to different versions 
of a garment may thus be produced, where the information contained within separately 
generated rendering frames corresponding to particular versions of garments can then be 
used to produce a composite image of the garments worn in combination. For example, 
images can be rendered separately from each such rendering frame and layered upon one 
another in an appropriate order, or a composite image can be rendered using the depth 
information contained in each rendering frame. In this way, mixing and matching of 
garments on a mannequin is facilitated. 

Another embodiment of the invention relates to a computerized dressing 
environment for displaying a selected garment worn by a selected mannequin in which 
garment images rendered from a three-dimensional simulation scene are stored in a 
repository and displayed in accordance with user inputs. The garment images include 
images of a plurality of garments, including versions of garments, and renderings of each 
garment from a plurality of viewpoints so as to provide a three-dimensional experience to 
the user. In order to display a selected mannequin wearing selected multiple garments, 
garment images corresponding to particular versions are selected in accordance with 
versioning rules by a versioning rule interpreter. The appropriate garment images are 
then layered upon an image of a selected mannequin to create a composite image. The 
layering order of the garment images is dictated by compositing rules derived from 
dressing conventions. Another embodiment of the invention relates to a method for 
efficiently populating such a garment image repository with garment images by using the 
methods described above. 
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Other objects, features, and advantages of the invention will become evident in 
light of the following detailed description of exemplary embodiments according to the 
present invention considered in conjunction with the referenced drawings. 

Brief Description of the Drawings 

Fig. 1A shows the panels of a garment object within a simulation scene. 

Fig. IB shows the initial frame of a simulation scene in which the garment is 
placed over the mannequin in a dressing pose. 

Fig. 1C shows the final frame of a simulation scene after simulation of draping 
and collision of a garment with a mannequin and animation of the mannequin to a display 
pose. 

Fig. 2 shows the frames of a simulation scene as a simulation progresses. 

Fig. 3 shows the modifying of object parameters within a rendering frame and 
performance of a partial further simulation to generate a modified rendering frame. 

Fig. 4 shows the rendering of garment images from rendering frames with 
different camera positions. 

Fig. 5 shows a plurality of pre-rendered garment images and the process steps for 
storing the images in a repository. 

Fig, 6 shows constraining shells defined around a mannequin that are used in 
defining particular versions of a garment. 

Figs, 7 A through 7C show multiple versions of a garment as defined within a 
rendering frame. 

Figs. 8A and 8B show a depiction of the rendering frames for two garments and 
the corresponding garment images rendered therefrom as displayed in layers 

Fig. 9 shows a composite image made up of multiple garment images. 

Fig. 10 is a block diagram showing the components of a system for populating a 
repository with images. 

Fig. 11 is a block diagram of an implementation of a system for displaying 
selected images of garments worn by a mannequin over a network. 
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Detailed Description of the Invention 

The present invention is a system and method for efficiently providing a 
computer-simulated dressing environment in which a user is presented with an image of a 
5 selected human figure wearing selected clothing. In such an environment, a user selects 
parameter values that define the form of the human figure, referred to herein as a virtual 
mannequin, that is to wear the selected clothing. Such parameters may be actual body 
measurements that define in varying degrees of precision the form of the mannequin or 
could be the selection of a particular mannequin from a population of mannequins 
10 available for presentation to the user. One type of user may input parameter values that 
result in a virtual mannequin that is most representative of the user's own body in order 
to more fully simulate the experience of actually trying on a selected garment. Other 
types of users may select mannequins on a different basis in order to obtain images such 
as for use in animated features or as an aid in the manufacturing of actual garments. The 
15 particular garment to be worn by the virtual mannequin is selected from a catalogue of 
available garments, where each garment may be further selected according to, e.g., style, 
color, or physical dimension. 

In order to provide a more realistic representation of the physical fitting of the 
garment on the mannequin, an image of a virtual mannequin wearing selected garments is 
20 generated by using a three-dimensional modeling environment that provides a cloth 
simulation of the garment interacting with the mannequin. This provides a more visually 
accurate representation presented to the user in the form of a two-dimensional image 
rendered from the three-dimensional model. The simulation is performed by constructing 
three-dimensional models of the garment and mannequin using vector or polygon-based 
25 graphics techniques, referred to as garment and mannequin objects, respectively, and 
placing the garment and mannequin objects together in a three-dimensional simulation 
scene. A scene in this context is a three-dimensional data structure that is made to 
contain one or more three-dimensional objects and defines their relative position and 
motion. Such a scene may be organized into a number of frames representing discrete 
30 points during a simulation or animation sequence. An image may be rendered from a 
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frame by computing a perspective projection of the objects contained in the scene in 
accordance with a specified viewpoint and lighting condition. 

After constructing a simulation scene containing the mannequin and garment, the 
garment is fitted on the mannequin by simulating the draping and collision of the garment 
5 with the mannequin due to physical forces. Such a simulation may facilitated by 
modeling garments as individual panels corresponding to the sewing patterns used to 
construct the actual garments, where the panels are closed surfaces bounded by curved or 
straight lines. Texture mapping may be used to map different cloth fabrics and colors, 
and ornamental details such as buttons, collars, and pockets to the garment object in the 
10 simulation scene. One or more rendering frames are then created by performing a 
3 draping and collision simulation of the garment with the mannequin, which includes 

J animating the mannequin from a dressing pose to a display pose. The animation takes 

ij place within the three-dimensional modeling system that simulates motion and collision 

lj of the cloth making up the garment as the mannequin moves. A two-dimensional image 

J 15 for presentation to the user may then be rendered from the rendering frame in accordance 
i with a selected camera position that determines the particular view that is rendered. In 

~ certain embodiments, the simulation may provide for a plurality of display poses by the 

f t mannequin with rendering frames generated for each such display pose, 

fl It is desirable for the simulated environment to have the capability of displaying a 

1=1 20 number of different mannequins wearing garments of different dimensions. One way of 
providing this functionality is to perform the simulation and rendering as described above 
separately and in real-time for each selected mannequin and garment. Simulating the 
draping and collision of a garment with a mannequin is computationally intensive, 
however, and real-time simulation may thus not be practical in most situations. In order 
25 to reduce the computational overhead associated with displaying multiple mannequins or 
garments of selected dimensions, the simulation may be fully performed with 
representative mannequins and garments defined by reference parameters to generate 
three-dimensional reference rendering frames. Shape blending techniques are used to 
modify the mannequin and/or garment parameters to desired selected values by 
30 interpolating between the corresponding parameter values of reference rendering frames. 
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In accordance with the invention, garment and/or mannequin parameter values 
corresponding to the desired changes are modified within a rendering frame, and a partial 
further simulation is performed that creates a new rendering frame containing the 
changed mannequin and/or garment. For example, the dimensions of the individual 
5 panels making up the garment may be changed, with the resulting panels being then 
blended together within the simulation environment. Similarly, the dimensions of a 
mannequin may be changed by blending the shapes of previously simulated mannequins. 
The parameters are thus keyframed within the simulation sequence, where keyframing, in 
this context, refers to assigning values to specific garment or mannequin parameters in a 
10 simulation scene and generating a new frame using a linear combination of parameter 
q values (e.g., interpolation or extrapolation) generated from a previous simulation. In this 

'2 way, a new rendering frame is generated that contains a mannequin with different 

Uj measurements and/or a garment with a different dimensions as selected by the user, 

ill Thus, the simulation need only be fully performed once with a representative garment and 

|"H 15 mannequin, with keyframing of parameter values within the three-dimensional modeling 
system being used to generate rendering frames containing a particular mannequin and 
!l garment as selected by a user. Simulation of the modified garment interacting with the 

^ mannequin as the partial further simulation takes place requires much less computation 

»*S than a complete resimulation of the draping and collision of a changed garment over a 

:y 20 mannequin. Only when the user selects a garment or mannequin that cannot be generated 
by linearly combining parameters from a previously generated rendering frame does a full 
draping and collision simulation need to be performed. 

Another desirable feature of a simulated dressing environment is for the user to be 
able to display a mannequin wearing multiple selected garments (e.g., outfits). In one 
25 embodiment of the invention, images of a mannequin wearing multiple selected garments 
are generated by simulating the simultaneous draping and collision of multiple garments 
with the virtual mannequin in a single simulation scene to create a single rendering frame. 
In this embodiment, dressing rules may be used that dictate how garments should be 
layered in the simulation scene in accordance with dressing conventions. Changes to the 
30 mannequin and/or garment can then made to the rendering frame by the keyframing and 
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partial further simulation technique described above. The two-dimensional image of the 
mannequin wearing the multiple garments could then be rendered using the Z-coordinates 
(where the Z-coordinate represents depth in the three-dimensional model) of the 
mannequin and garment objects in the rendering frame. Such rendering using Z- 

5 coordinates may be performed, for example, based on individual pixels (Z-buffering) or 
by sorting individual polygons based upon a representative Z-coordinate. 

As noted above, however, draping and collision simulation is computationally 
intensive, and even more so in the case of multiple garments, making simulation of user- 
selected mannequins wearing selected multiple garments in real time in order to render 

10 images therefrom impractical in most situations. Therefore, in a presently preferred 
embodiment of the invention, two-dimensional images of mannequins and single 
garments are pre-rendered from rendering frames generated as described above and stored 
in a repository for later display in response to user inputs, where the garment images 
correspond to a plurality of different garments and views of such garments. The methods 

15 described above enable such a repository to be efficiently populated. In addition, in 
order to avoid the computational complexity of pre-rendering two-dimensional images 
corresponding to every possible combination of multiple garments on every possible 
mannequin, multiple versions of single garments may be defined which are then 
simulated and rendered into two-dimensional images, where the two-dimensional 

20 renderings of specific garment versions may then be combined with renderings of specific 
versions of other garments according to versioning rules. Such versions of garments 
enable the garment images rendered from separate simulations to be combined in a 
composite image. 

Particular versions of particular garments are simulated and rendered into two- 
25 dimensional garment images in a manner that mimics the physical interaction between 
multiple garments in a simultaneous draping and collision simulation. An approximation 
to such a simulation is effected by creating each version of a garment in a manner such 
that the garment is constrained to reside within or outside of particular predefined shells 
defined around the mannequin. Different versions of a garment are created by first 
30 simulating the draping and collision of a representative garment with a mannequin as 
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described above. Shells are then defined around the mannequin, and portions of the 
garment are constrained to reside either inside or outside of particular shells according to 
the particular version being created. Versioning rules then define which versions of the 
garment objects are to be used when particular multiple garments are selected to be worn 
5 together by the mannequin. Collisions of multiple garments with one another are thus 
resolved in a manner that allows single garments to be independently simulated and 
rendered for later combination into a composite image. Such combination may be 
performed by layering the images in a prescribed order or by using the depth information 
contained in the rendering frame of each garment. 
10 The pre-rendered two-dimensional garment images are then combinable into a 

composite display, with the particular version images to be used being chosen by a 
'S version rule interpreter that interprets the versioning rules. Such two-dimensional images 

uj of garment versions are generated for all of the possible mannequins and single garments 

!J1 that the user is allowed to select for display. A repository of two-dimensional images is 

!U 15 thus created where the individual images can be layered upon one another in order to 
** display a selected mannequin wearing selected multiple garments. The two-dimensional 

!7 images are layered upon one another in a prescribed order to create the final composite 

M two-dimensional image presented to the user. The layering is performed using a rule- 

\St based interpreter that interprets compositing rules that define in what order specific 

D 20 garments should be appear relative to other garments. Such compositing rules are based 
upon dressing rules that define the how clothes are conventionally worn. For example, 
one such dressing rule is that jackets are worn over shirts, and the corresponding 
compositing rule would be that the rendering of a jacket should be layered on top of the 
rendering of a shirt. 

25 Independently pre-rendering single garments also allows for the computational 

overhead to be further reduced by generating a rendering frame with a representative 
mannequin and garment, and then modifying the garment and/or mannequin by 
keyframing the garment and/or mannequin parameter values in a rendering frame and 
performing a partial further simulation of the interaction of the modified garment with the 

30 mannequin as described above. The two-dimensional images derived from the rendering 
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frames may also include renderings from a plurality of camera positions. A user may 
then select a particular viewing perspective in which to view the selected mannequin 
wearing selected multiple garments, with the pre-rendered images used to make up the 
composite image being rendered from the camera position corresponding to that viewing 
5 perspective. The pre-rendering procedure can thus be performed for a population of 
mannequins and for a plurality of different garments and versions of garments at a 
plurality of camera positions to generate a repository of two-dimensional garment images 
that may be combined together in response to user selection of garment and/or mannequin 
parameter values. 

10 In accordance with the invention, a system for displaying a selected computer- 

simulated mannequin wearing a selected garment includes a user interface by which a 
user selects a mannequin image and one or more garments to be worn by the mannequin 
from a repository of pre-rendered garment images, the mannequin image and garment 
images then being combined to form a composite image. The system then further 

15 includes a versioning rule interpreter for choosing among versions of the garment images 
for displaying in accordance with versioning rules that define which versions of particular 
garments are permitted when combined with another particular garment. Versions of 
garment images may also be defined which differ in a fitting characteristic (e.g., loose, 
snug, etc.) or a wearing style (e.g., shirt tucked in or out, sweater buttoned or unbuttoned, 

20 etc.) A compositing rule interpreter is provided for displaying the two-dimensional 
images of versions of user-selected garments chosen by the versioning rule interpreter 
and of a selected mannequin in a layered order dictated by compositing rales. 

In a presently preferred exemplary embodiment of the invention to be described 
further below, a repository of garment images is created which can be drawn upon to 

25 provide a simulated dressing environment for displaying a selected computer-simulated 
mannequin wearing selected garments. In such a system, a user interface enables the user 
to select a particular mannequin (e.g., derived from specified body measurements) and 
particular garments to be worn by the mannequin. Certain embodiments may allow the 
user to also specify the viewpoint of the image eventually rendered to a display and/or the 

30 display pose of the mannequin. Exemplary applications of the dressing environment 
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include its use as part of a computerized catalogue in which users select particular 
garments to be worn by particular mannequins and as a tool for use by animators to 
generate images of dressed mannequins that can be incorporated in an animation 
sequence. The dressing environment can also be used to simulate the appearance of 
5 garments as an aid to the manufacture of actual garments from predefined sewing 
patterns. 

In one embodiment, the garment images are two-dimensional images of garments 
that are pre-rendered from three-dimensional rendering frames generated by simulating 
the draping and collision of a garment with a mannequin in a three-dimensional modeling 

10 environment. The repository contains garment images that differ according to garment 
type, style, dimensions, and the particular mannequin which is to be shown wearing the 
garment. Additionally, different versions of each garment are provided which are 
generated so as to be combinable with other garment images on a selected mannequin by 
layering the garment images on a two-dimensional image of a selected mannequin in a 

15 prescribed order. Versions of garments are also defined that differ according to a fitting 
characteristic (e.g., loose fit, snug fit, etc.) or a wearing style (e.g., buttoned, unbuttoned, 
tucked in or out, etc.). Finally, the repository contains the garment images rendered from 
a plurality of camera positions. A user is thus able to dress a selected mannequin with 
selected garments and view the mannequin from a plurality of angles. In another 

20 embodiment, pre-rendered images corresponding to a plurality of mannequin display 
poses are also stored in the repository. In another alternate embodiment, rendering 
frames are stored in the repository after extraction of the garment object. After retrieving 
the appropriate garment from the repository (i.e., according to user selection and in 
accordance with versioning rules), an image can be rendered from an arbitrary camera 

25 position. Because the displayed images are ultimately derived from three-dimensional 
simulations, a visually realistic experience is provided to the user but in a much more 
efficient manner than would be the case if the simulations were performed in real time. 

During the simulation process, a three-dimensional simulation scene is created 
from which one or more three-dimensional rendering frames can be generated. Garment 

30 images are then rendered from the rendering frames. Referring first to Figs. 1A through 
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1C, three stages of the simulation process are shown in which objects corresponding to a 
garment and a mannequin are generated and placed within a three-dimensional scene. Fig. 
1A shows a garment object made up of a plurality of garment panels GP, where the 
panels can be defined with respect to shape and dimension so as to correspond to the 
sewing patterns used to construct an actual garment. In the Maya modeling environment, 
for example, a panel is defined as a region enclosed by two or more NURBS curves 
which are joined together and tessellated to form a garment. The garment panels GP and a 
mannequin M are then placed together in a three-dimensional scene as shown in Fig. IB, 
where the mannequin is shown in a dressing pose and the garment panels are placed at 
positions around the mannequin appropriate for the subsequent simulation. Fig. 1C 
shows the three-dimensional scene after the simulation process has completed. During 
the simulation, the garment panels GP are joined together (i.e., corresponding to the 
stitching of sewing patterns) to form the garment G. The draping and collision of the 
garment G with the mannequin M due to physical forces is also simulated, and the 
mannequin is animated from the dressing pose to a display pose with motion of the 
garment being concomitantly simulated. 

Fig. 2 shows a number of representative frames Fl through F70 of the simulation 
scene as the simulation progresses. Frame Fl corresponds to the initial sewing position 
as previously depicted in Fig. IB, and frames F2 and F3 show the progression of the 
draping and collision simulation which culminates at frame F40 in which the completed 
garment G is fitted over the mannequin M in the dressing pose. The simulation further 
progresses to frame F70 where the mannequin M is animated to move to a display pose, 
moving the garment G along with it. Frame F70 thus forms a rendering frame from 
which a two-dimensional image of the garment G can be rendered and deposited into the 
repository as a garment image. As noted earlier, in one particular embodiment rendering 
frames corresponding to a number of different display poses may be generated. 

For each type of garment G (i.e., shirt, pants, coat, etc.), a rendering frame can be 
generated as described above, and a garment image corresponding to the garment type is 
generated. In order to reduce the computational overhead involved in generating garment 
images that differ only with respect to certain garment parameter values such as garment 
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dimensions and style, or with respect to mannequin parameter values that define the 
particular mannequin with which the draping and collision simulation of the garment 
takes place, a full draping and collision simulation starting with the garment panels is first 
performed for each garment type with a reference garment and a reference mannequin to 
5 thereby generate a reference rendering frame. The mannequin and/or garment parameter 
values are then modified in the reference rendering frame, with the geometry of the scene 
then being updated by the cloth solver in accordance with the internal dynamic model of 
the modeling environment. The three-dimensional modeling environment generates the 
modified mannequin and/or garment objects as linear combinations of parameters 
10 calculated in the prior reference simulation so that a full resimulation does not have to be 
^ performed. Thus only a partial resimulation needs to be performed to generate a new 

•"saw 

D rendering frame containing the modified mannequin and/or garment. 

Fig. 3 shows a number of representative frames F70 through F80 of a resimulation 
; J: scene showing the parameter modifying and partial resimulation process. Frame F70 is 

|I| 15 the reference rendering frame, having been previously generated with a reference 

; if: 

mannequin and garment as described above, and from which garment images 
corresponding to the reference garment can be rendered. At frame F71, parameter values 
j«* of the mannequin M or the garment G are modified while the simulation process is 

"5 temporarily halted. Such parameter values that can be modified at this point include 

^ 20 various dimensions of the mannequin M as well as dimensions and shapes of the garment 
panels GP that make up the garment G. The simulation is then restarted with the 
modified parameter values which completes at frame F75. The three-dimensional 
modeling environment is able to retain the information produced as a result of the 
reference simulation so that the coordinates of the mannequin and garment objects at 
25 frame F75 are solved without doing a complete draping and collision simulation with the 
modified parameters. Frame 75 can then be employed as a rendering frame for the 
modified garment and/or mannequin with a garment image rendered therefrom. Frame 
F76 of Fig. 3 shows how the garment and mannequin parameters can be further modified 
from those of the rendering frame in frame F75, with partial resimulation performed to 
30 generate a sequence of frames ending at frame F80. The procedure can then be repeated 
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as needed to in order to generate garment images corresponding to any number of 
modifications made to the garment and/or mannequin. In this way, the repository of 
garment images can be efficiently populated with garments of different dimensions 
suitable for layering on a mannequin chosen from a population of mannequins of 
5 different dimensions. 

As noted above, the population of garment images in the repository includes 
renderings of each garment from a plurality of viewing angles in order to simulate the 
three-dimensional experience for the ultimate user. Fig. 4 shows how garment images 
corresponding to different viewing perspectives are created from rendering frames by 
10 turning on different cameras for the rendering process. (A camera in this context is the 
>3 viewing position within the scene from which an image is rendered.) Shown in the figure 

'2 are a plurality of rendering frames HI through H12 generated as described above for three 

W different garments (i.e., garments differing according to type or garment parameter 

|{{ values) as fitted on three mannequins. Frames HI through H4 are rendering frames 

II 15 generated for a particular garment and mannequin that differ only in the particular camera 
« CI through C4 which is turned on. Rendering the garment object from each of the four 

!T frames then produces four views of the garment, designated garment images DG1 

through DG4 as shown in Fig. 5. Similarly, rendering the garment objects from frames 
5 H5 through H9 and frames H9 through HI 2 produces four perspective views of each of 

:y 20 those garments, also shown in Fig. 5 as garments DG5 through DG12. 

Fig. 5 shows that the garment images DG1 through DG12 are two-dimensional 
graphics files that go through a sequence of steps before being stored in the repository. 
First, the files are named and catalogued at step 51 so as to be accessible when needed to 
generate a particular composite image. Next, image processing is performed at step 52 to 
25 convert the files to a desired image file format (e.g., jpeg, tiff, gjf) which may or may not 
include data compression. Finally, the files are stored in the repository (e.g., located on a 
hard disk or other appropriate storage medium) at step 53. 

As noted above, a plurality of different versions of each garment image are 
created and stored in the repository in order to enable multiple garment images to be 
30 layered on a two-dimensional rendering of a mannequin, with the garments being 
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rendered from rendering frames in an independent manner. Each version is defined to be 
combinable with one or more particular garments and is rendered from a rendering frame 
in which the garment is constrained to reside within or outside of particular predefined 
shells around the mannequin. The constraining shells serve to mimic the collisions with 
5 another garment that would take place were a simulation to be performed with that other 
garment. Fig. 6 shows a mannequin M around which are defined a plurality of shell 
regions (i.e., regions within or outside of particular shells) designated A through G that 
represent a plurality of offset distances from the mannequin. A version of a garment is 
constructed by constraining portions of the garment in a rendering frame to reside within 

10 or outside of particular shells. The particular constraints chosen for a version are 
designed to correspond to where the portions of the garment would reside were it to be 
collided with another particular garment in a simulation scene. Figs. 7A through 7C 
show three versions of a representative garments G in which portions of the garment in 
each version have been constrained to reside within or outside of particular shells. 

15 Garment images may then be rendered from the version rendering frame at a plurality of 
camera angles to correspond to different views of the garment version. Creating versions 
of garments at the level of the rendering frame instead of in the two-dimensional garment 
image itself permits large numbers of viewing perspective renderings to be generated 
from a single version rendering frame in a consistent manner. 

20 When a composite display showing the mannequin wearing multiple selected 

garments is to be generated by the dressing environment, a versioning rule interpreter 
selects particular versions of the garments to be displayed in accordance with predefined 
versioning rules. A compositing rule interpreter then displays the two-dimensional 
images of the selected garments and of a selected mannequin in a layered order dictated 

25 by compositing rules. To illustrate by way of example, Fig. 8A shows a plurality of 
shells surrounding a mannequin M as seen from above, with portions of a jacket garment 
G3 and a shirt garment Gl constrained to reside within or outside of shells C and J. Fig. 
8A thus represents what a combination of the two separate rendering frames containing 
garments Gl and G3 would look like. When garments Gl and G3 are selected to be worn 

30 by the mannnequin, the versioning rale interpreter selects particular versions of those 
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garments from the garment image repository in accordance with a versioning rule. In this 
case, the versioning rule would select the versions of the jacket G3 and shirt Gl that have 
been rendered from rendering frames with the garments constrained as shown in Fig. 8A 
which ensures that any rendering of the jacket G3 will reside outside of a rendering from 
5 the same camera angle of shirt Gl . Fig. 8B shows the two-dimensional garment images 
of garments Gl and G3 that have been retrieved from the repository in accordance with 
the versioning rules and a two-dimensional mannequin image M. The compositing rule 
interpreter displays the images in a layered order as defined by a compositing rule which, 
in this case, dictates that the jacket image G3 will be layered on top of the shirt Gl , both 
10 of which are layered on top of the mannequin image M. Fig. 9 shows a composite image 
^ as would be presented to a user as a result of the layering process. 

; 0 The above-described preferred embodiment has thus been described as a system 

id and method in which images of garments and mannequins that have been pre-rendered 

If! from frames of three-dimensional simulation scenes are stored in a repository for 

I y 15 selective retrieval in order to from composite images. Fig. 10 shows in block diagram 
,y form the primary software components of an image generation system for populating a 

repository with images. A three-dimensional modeling environment 100 in conjunction 
M ; with a cloth simulator 104 are used to simulate the draping and collision of a garment 

jfi with a mannequin. (An example of a three-dimensional modeling environment and cloth 

: ^ 20 simulator is the aforementioned Maya and Maya Cloth.) A parameter input block 102 
inputs user-defined parameters (e.g., from a display terminal) into the modeling 
environment in order to define the garment and mannequin parameters as described above 
for the simulation. A rendering frame generator 108 communicates with the modeling 
environment 100 in order to extract rendering frames therefrom. The rendering frame 
25 generator 108 also works with the modeling environment to perform shape blending upon 
reference rendering frames in order to generate frames with modified parameters without 
performing a full simulation. Versioning tools 106 are used within the rendering frame 
generator to create the particular versions of the garments that are combinable with other 
garments according to versioning rules. The versioning tools 106 interface with the 
30 three-dimensional modeling environment (e.g., as a C/C++ shared object library in 
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conjunction with scripts written in a scripting language of the three-dimensional 
modeling environment such as the Maya Embedded Language) and enable a user to 
define garment shells and associate simulation properties (e.g., collision offset, cloth 
stiffness, cloth thickness) to garments and mannequins within the simulation. Images of 
5 garments and mannequins are rendered from the rendering frames at a selected viewpoint 
by the rendering engine 1 10. The images are then converted to a convenient file format, 
named, and catalogued to enable access by the display system, and stored in the image 
repository 112. 

Another aspect of the preferred exemplary embodiment described above is a 
10 display system for retrieving images from the image repository and combining the images 
^ into a composite image for displaying to a user. One possible implementation of such a 

q display system is as a client and server communicating over a network, in which the 

J client part of the system (i.e., the user interface) is a hypertext transport protocol (http) or 

K web browser that receives and displays the composite images of the clothed mannequins 

y 15 that the user requests. Fig. 11 is a block diagram showing the software components of 
" z such an implementation. The server side of the system includes an http server 120 and a 

- page generator 1 1 8 for generating the html (hypertext markup language) pages containing 

«s the composite images in accordance with the user request. Upon receiving a request from 

g the user to display a particular mannequin wearing particular garments from a particular 

B 20 viewing perspective, the html page generator 118 (which may be, e.g., a common 
gateway interface script or a program communicating with the http server via an 
application server layer) communicates with a versioning rule interpreter 114 in order to 
select the particular images retrieved from the image repository 112. Next, the retrieved 
images are layered into a composite image that is embedded into an html page, with the 
25 layering dictated by a compositing rule interpreter 1 16 with which the page generator 1 18 
also communicates. The html page containing the desired image is then transmitted by 
the http server 120 over a network to the http browser 124 that is the user interface in this 
implementation. Such an implementation would be particularly suitable for use in an 
online internet catalogue, for example, in which the garment images are used to inform 
30 purchaser decisions. In this embodiment, the user may establish a virtual identity by 
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selecting a particular mannequin, naming the mannequin, and establishing other 
parameters that govern how the mannequin interacts with the dressing environment as 
well as possibly other virtual environments. Such information could, for example, be 
stored in the form of a cookie on the user's machine which is transmitted to the http 
server upon connection with the user's browser. 

Other implementations of the system shown in could be used by professional 
animators to generate images of clothed characters or by garment designers to generate 
images of garments as they are designed for actual manufacture. In those cases, the 
system could be implemented either over a network or as a stand-alone machine. Such 
users may be expected to use the system for populating the image repository with 
garment images shown in Fig. 10 to generate images corresponding to their own garment 
designs. An appropriate implementation of the display system shown in Fig. 1 1 (e.g., 
non-networked) can then be used to render images of mannequins wearing selected 
garments that can be used in animated features or as an aid to the garment design process. 

In another embodiment, rendering frames rather than images are stored in the 
repository and retrieved for display in response to user requests. Select objects such as 
garments are extracted from particular frames of simulation scenes containing select 
garments and mannequins to generate rendering frames that are stored in the repository. 
When a user selects a display of a particular mannequin and garment combination, the 
system, retrieves the appropriate rendering frames according to versioning rules and 
renders a composite image from a selected viewpoint. The particular viewpoint presented 
to the user at any one time is a static image, but it may be updated rapidly enough to give 
the impression of a continuously changing viewpoint. The images are rendered from the 
frames either simultaneously using the depth information contained therein, or separately 
from each frame with the separately rendered images then being displayed in layered 
order dictated by compositing rules. The functions of the system could be implemented 
on a stand-alone machine or distributed over a network, e.g., as where rendering frames 
are downloaded to a java applet executed by a web browser that renders the images 
displayed to the user. 
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In certain situations, available hardware performance may be such as to make it 
desirable to simulate draping and collision of select garments and mannequins according 
to user requests in real time. In such an embodiment rendering frames are generated 
from the user-selected three-dimensional simulation scenes, and images for displaying to 

5 the user are then rendered. The simulation scene in this embodiment may be changed in 
accordance with user preferences, for example, animating the mannequin within the 
simulation to move from a dressing pose to a user-selected target pose before generating a 
rendering frame. Shape blending between previously generated rendering frames can be 
used to improve performance in generating rendering frames with modified garment 

10 and/or mannequin parameters. In order to display the mannequin wearing multiple 
garments, the garments can simultaneously simulated in a single scene, or separate 
simulations can be performed for each garment with the rendering frames generated 
therefrom being combined in accordance with versioning rules. 

Although the invention has been described in conjunction with the foregoing 

15 specific embodiments, many alternatives, variations, and modifications will be apparent 
to those of ordinary skill in the art. Such alternatives, variations, and modifications are 
intended to fall within the scope of the following appended claims. 



19 



Docket No. 1162.007US1 



What is claimed is: 

1. A method for producing an image of a computer-simulated mannequin wearing a 
garment as defined by selected mannequin and garment parameter values, comprising: 

generating objects corresponding to a representative mannequin and a garment 
placed in a simulation scene within a three-dimensional modeling environment; 

simulating draping and collision of the garment with the mannequin within the 
simulation scene to generate a three-dimensional rendering frame of the mannequin 
wearing the garment; 

constraining portions of the garment to reside within or outside of particular shells 
defined around the mannequin in the rendering frame; and, 

rendering an image from the rendering frame. 

2. The method of claim 1 wherein the rendered image is used to form a visual image 
on a computer display device. 

3. The method of claim 1 further comprising generating rendering frames containing 
mannequin or garment objects as defined by selected parameter values by shape blending 
corresponding objects of previously generated rendering frames. 

4. The method of claim 1 wherein the garment object comprises a plurality of 
garment panels that are connected together during the draping and collision simulation 
and further wherein the garment parameters include panel dimensions. 

5. The method of claim 1 wherein two-dimensional images are rendered from a 
rendering frame using a plurality of camera positions. 

6. The method of claim 1 further comprising performing a further partial simulation 
on the simulation scene within the modeling environment after constraining portions of 
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the garment to reside within or outside of particular shells defined around the mannequin 
in the rendering frame. 

7. The method of claim 1 further comprising generating a rendering frame 
containing the mannequin wearing multiple selected garments and wherein particular 
shells around the mannequin are defined such that collisions between the garments are 
prevented. 

8. The method of claim 7 wherein specific versions of garments are defined that 
reside within or outside of particular shells and further wherein the versions of multiple 
garments used to generate the rendering frame are selected in accordance with versioning 
rules that define which versions of a particular garment are permitted when combined 
with another particular garment. 

9. The method of claim 7 wherein separate rendering frames are generated for each 
garment. 

10. The method of claim 9 wherein the separate rendering frames are combined into a 
composite two-dimensional image using Z-coordinates of the objects. 

11. The method of claim 9 wherein the garments contained in the separate rendering 
frames are rendered into separate two-dimensional garment images that are layered upon 
a two dimensional rendering of the mannequin to create a composite two-dimensional 
image. 

12. The method of claim 1 1 further comprising layering the separate two-dimensional 
images on a two-dimensional image of the mannequin in accordance with a compositing 
rule that defines in what order specific garment images should be layered to thereby 
generate a composite two-dimensional image of the mannequin wearing the garments. 
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13. The method of claim 1 further comprising mapping texture objects to the garment 
objects in rendering frames wherein the texture objects are selected from a group 
consisting of colors, fabric patterns, buttons, collars, and ornaments. 

14. The method of claim 1 wherein an image rendered from the rendering frame is 
transmitted over a network to a display device. 

15. A processor-readable storage medium having processor-executable instructions 
for performing the method recited in claim 1. 

16. A method for producing an image of a computer-simulated mannequin wearing a 
garment as defined by selected mannequin and garment parameter values, comprising: 

generating objects corresponding to a representative mannequin and a garment 
placed in a simulation scene within a three-dimensional modeling environment; 

simulating draping and collision of the garment with the mannequin within the 
simulation scene to generate a three-dimensional rendering frame of the mannequin 
wearing the garment; 

generating rendering frames containing mannequin or garment objects as defined 
by selected parameter values by shape blending corresponding objects of previously 
generated rendering frames; and, 

rendering an image from the rendering frame. 

17. The method of claim 16 wherein the garment object comprises a plurality of 
garment panels that are connected together during the draping and collision simulation 
and further wherein the garment parameters include panel dimensions. 

18. The method of claim 16 further comprising generating a rendering frame 
containing the mannequin wearing multiple selected garments and wherein particular 
shells around the mannequin are defined such that collisions between the garments are 
prevented. 
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19. A method for generating an image of a computer-simulated garment suitable for 
combining into a composite image of a selected computer-simulated mannequin wearing 
selected garments, comprising: 

generating objects corresponding to a mannequin and a garment placed in a 
simulation scene within a three-dimensional modeling environment; 

simulating draping and collision of the garment with the mannequin in the 
simulation scene to generate a three-dimensional rendering frame containing the 
mannequin wearing the garment; 

constraining portions of the garment to reside within or outside of particular shells 
defined around the mannequin in the rendering frame; and, 

rendering a garment image from the rendering frame. 

20. The method of claim 19 further comprising rendering images of a plurality of 
versions of particular garments that are combinable into composite images in accordance 
with versioning rules, wherein a version of a garment is generated by constraining 
portions of the garment object within a rendering frame to reside within or outside of a 
particular shell defined around the mannequin. 

21. The method of claim 20 further comprising generating rendering frames 
containing mannequin or garment objects as defined by selected parameter values by 
shape blending corresponding objects of previously generated rendering frames. 

22. The method of claim 19 further comprising mapping texture objects to the 
garment object in a rendering frame before rendering the garment into a two-dimensional 
garment image. 

23. The method of claim 19 further comprising rendering from a rendering frame a 
plurality of garment images corresponding to a plurality of camera positions. 
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24. The method of claim 20 wherein a garment in the rendering frame is modified in 
accordance with a selected garment parameter value by modifying the parameter in the 
rendering frame and performing a partial further simulation to simulate motion and 
collision of the modified garment with the mannequin. 

5 

25. The method of claim 24 wherein the garment model comprises a plurality of 
garment panels that are connected together during the draping and collision simulation 
and wherein the garment parameters include panel dimension parameters. 

10 26. The method of claim 20 further comprising storing in a garment image repository 
«t garment images corresponding to a plurality of garment parameter values and created for 

O a population of mannequins defined by a plurality of parameter values. 

ni 27. The method of claim 20 wherein the versions of particular garments that are 

|j 15 rendered into garment images include versions differing by a fitting characteristic. 

28. The method of claim 20 wherein the versions of particular garments that are 
rendered into garment images include versions differing by a wearing style. 

y 

y 20 29. A system for generating images of a computer-simulated mannequin wearing a 
garment as defined by selected mannequin and garment parameter values, comprising: 

a user interface by which a user selects a mannequin and one or more garments to 
be worn by the mannequin, wherein the mannequin and garments selected may be further 
defined by specific mannequin and garment parameter values; 
25 a three-dimensional modeling environment for generating objects corresponding 

to a representative mannequin and a garment placed in a simulation scene and for 
simulating draping and collision of the garment with the mannequin within the simulation 
scene to generate a three-dimensional rendering frame of the mannequin wearing the 
garment; and, 
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means for constraining portions of the garment to reside within or outside of 
particular shells defined around the mannequin in the rendering frame; 

30. The system of claim 29 wherein particular shells around the mannequin are 
5 defined such that collisions between the garments are prevented when a rendering frame 

containing the mannequin wearing multiple selected garments is generated. 

31. The system of claim 30 wherein specific versions of garments are defined that 
reside within or outside of particular shells and further wherein the versions of multiple 

10 garments used to generate the rendering frame are selected in accordance with versioning 
rules that define which versions of a particular garment are permitted when combined 
0 with another particular garment. 

J! 32. A system for generating images of a computer-simulated mannequin wearing a 

11 15 garment as defined by selected mannequin and garment parameter values, comprising: 
. a user interface by which a user selects a mannequin and one or more garments to 

"7 be worn by the mannequin, wherein the mannequin and garments selected may be further 

defined by specific mannequin and garment parameter values; 
g a three-dimensional modeling environment for generating objects corresponding 

y 20 to a representative mannequin and a garment placed in a simulation scene and for 

simulating draping and collision of the garment with the mannequin within the simulation 

scene to generate a three-dimensional rendering frame of the mannequin wearing the 

garment; and, 

means for generating a rendering frame containing mannequin or garment objects 
25 as defined by selected parameter values by shape blending corresponding objects of 
previously generated rendering frames. 

33. The system of claim 32 further comprising means for constraining portions of the 
garment to reside within or outside of particular shells defined around the mannequin in 
30 the rendering frame. 
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34. A system for displaying a selected computer-simulated mannequin wearing a 
selected garment, comprising: 

a user interface by which a user selects a mannequin and one or more garments to 
be worn by the mannequin, wherein the mannequin and garments selected may be further 
defined by specific mannequin and garment parameter values; 

a repository containing a plurality of two-dimensional garment images and 
mannequin images as defined by specific parameters; 

a compositing rule interpreter for displaying the two-dimensional images of user- 
selected garments and of a selected mannequin in a layered order dictated by compositing 
rules. 

35. The system of claim 34 wherein the garment images contained in the repository 
are created by rendering an image from a three-dimensional simulation scene containing a 
mannequin wearing the garment. 

36. The system of claim 34 further comprising a versioning rule interpreter for 
choosing among versions of the garment images for displaying in accordance with 
versioning rules that define which versions of particular garments are permitted when 
combined with another particular garment. 

37. The system of claim 35 wherein the compositing rule interpreter displays two- 
dimensional images of versions of user-selected garments chosen by the versioning rule 
interpreter and of a selected mannequin in a layered order dictated by the compositing 
rules. 

38. The system of claim 34 wherein the garment images are created by: 
generating objects corresponding to a mannequin and a garment placed in a 

simulation scene within a three-dimensional modeling environment; 



26 



Docket No. 1162.007US1 



simulating draping and collision of the garment with the mannequin in the 
simulation scene to generate a three-dimensional rendering frame containing the 
mannequin wearing the garment; 

constraining portions of the garment to reside within or outside of particular shells 
defined around the mannequin in the rendering frame; and, 

rendering a two-dimensional garment image from the rendering frame. 

39. The system of claim 34 wherein the mannequin parameters include a parameter 
corresponding to a body measurement. 

40. The system of claim 34 wherein the mannequin parameters include a parameter 
designating selection of a particular mannequin from a population of mannequins. 

41. The system of claim 34 wherein the garment parameters are selected from a group 
consisting of dimension, color, and style. 

42. The system of claim 34 wherein the plurality of two-dimensional garment and 
mannequin images are rendered from a plurality of selectable camera angles. 

43. The system of claim 34 wherein the user interface permits selection of versions of 
particular garments that are rendered into garment images that exhibit a particular 
wearing style. 

44. A system for displaying a selected computer-simulated mannequin wearing a 
selected garment, comprising: 

a user interface by which a user selects a mannequin and one or more garments to 
be worn by the mannequin, wherein the mannequin and garments selected may be further 
defined by specific mannequin and garment parameter values; 

a repository containing a plurality of two-dimensional garment images and 
mannequin images as defined by specific parameters, wherein the images contained in the 
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repository are created by rendering an image from a three-dimensional simulation scene 
containing a mannequin wearing the garment; 

means for displaying the two-dimensional images of user-selected garments and 
of a selected mannequin in a layered order determined from depth information contained 
in the simulation scene. 

45. The system of claim 44 wherein the plurality of two-dimensional garment and 
mannequin images are rendered from a plurality of selectable camera angles. 
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Abstract 



A method and system for providing a computer-simulated environment for 
displaying a selected mannequin wearing a combination of selected garments. In one 
aspect, three-dimensional scenes containing mannequin and garment objects are created 
within a three-dimensional modeling environment, and a simulation is performed using a 
cloth simulator within the modeling environment to model the construction, draping, and 
collision of the garment with the mannequin. Rendering frames corresponding to a 
variety of garments, mannequins, garment dimensions, garment styles, wearing patterns, 
viewing angles, and other parameters, are then generated from which images can be 
rendered and displayed in accordance with user requests. 
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FuiiySTame of joint inventor number 1 : 

Citfebnship: 

Post Office Address: 



Carlos Saldanha 



Residence: Montreal, Canada 



Signature: 



Date: 



Carlos Saldanha 



Full Name of joint inventor number 2 : Andrea M, Froncioni 

Citizenship: 

Post Office Address: 



Residence: Montreal, Canada 



Signature: 



Date: 



Andrea M. Froncioni 



X Additional inventors are being named on separately numbered sheets, attached hereto. 
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Serial No. not assigned 
Filing Date: not assigned 

I hereby declare that all statements made herein of my own knowledge are true and that all statements made on information and 
belief are believed to be true; and further that these statements were made with the knowledge that willful false statements and the like so 
made are punishable by fine or imprisonment, or both, under Section 1001 of Title 18 of the United States Code and that such willful false 
statements may jeopardize the validity of the application or any patent issued thereon. 

Full Name of joint inventor number 3 : Paul A. Kruszewski 

Citizenship: Residence: Montreal, Canada 

Post Office Address: 

Signature: Date: 

Paul A. Kruszewski 



Full Name of joint inventor number 4 : Gregory J. Saumier-Finch 

Citizenship: Residence: Montreal, Canada 

Post Office Address: 



Signature: Date: 

f p Gregory J. Saumier-Finch 



Fulljlfame of joint inventor number 5 : Caroline M. Trudeau 

Citi^gpship: Residence:MontreaI, Canada 

Post ©ffice Address: 



Signature: Date: 

lt=x Caroline M. Trudeau 



FullBfame of joint inventor number 6 : Fadi G. Bachaalani 

Citizlnship: Residence: Montreal, Canada 

Post Office Address: 



Signature: Date: 

Fadi G. Bachaalani 



X Additional inventors are being named on separately numbered sheets, attached hereto. 
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Serial No. not assigned 

Filing Date: not assigned 

I hereby declare that all statements made herein of my own knowledge are true and that all statements made on information and 
belief are believed to be true; and further that these statements were made with the knowledge that willful false statements and the like so 
made are punishable by fine or imprisonment, or both, under Section 1001 of Title 18 of the United States Code and that such willful false 
statements may jeopardize the validity of the application or any patent issued thereon. 

Full Name of joint inventor number 7 : Nader Morcos 

Citizenship: Residence: Montreal, Canada 

Post Office Address: 



Signature: Date: 

Nader Morcos 



Full Name of joint inventor number 8 : Sylvain ft. Cote 

Citizenship: Residence: Montreal, Canada 

Post Office Address: 



Sigri&re: Date : 

:ip Sylvain B. Cote 



Fulljlfame of joint inventor number 9 : Patrick R. Guevin 

Citizenship: Residence: Montreal, Canada 

Post ©ffice Address: 



SigrSture: Date: 

!™ : Patrick R. Guevin 



Full Same of joint inventor number 10 : Jean-Francois ft. St-Arnaud 

Citifibship: Residence:Montreal, Canada 

Post Office Address: 



Signature: Date: 

Jean-Francois B. St-Arnaud 



X Additional inventors are being named on separately numbered sheets, attached hereto. 



r 
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Serial No. not assigned 

Filing Date: not assigned 

I hereby declare that all statements made herein of my own knowledge are true and that all statements made on information and 
belief are believed to be true; and further that these statements were made with the knowledge that willful false statements and the like so 
made are punishable by fine or imprisonment, or both, under Section 1001 of Title 18 of the United States Code and that such willful false 
statements may jeopardize the validity of the application or any patent issued thereon. 

Full Name of joint inventor number 1 1 : Ser ge Veillet 

Citizenship: Residence: Montreal, Canada 

Post Office Address: 



Signature: Date: 



Serge Veillet 



Full Name of joint inventor number 12 : Louise L. Guay 

Citizenship: 

Post Office Address: 



Residence: Montreal, Canada 



Signature: 



Date: 



Louise L. Guay 



FulVffame of inventor: 

Citizenship: 

Posf Office Address: 



Residence: 




Date: 



Full Name of inventor: 

Citizenship: 

Post Office Address: 



Residence: 



Signature: 



Date: 



.Attorney Docket No.: 1162.007US1 
Serial No. not assigned 
Filing Date: not assigned 



Page 6 of 6 



§ 1 .56 Duty to disclose information material to patentability. 

(a) A patent by its very nature is affected with a public interest. The public interest is best served, and the most effective patent 
exarriination occurs when, at the time an application is being examined, the Office is aware of and evaluates the teachings of all information 
material to patentability. Each individual associated with the filing and prosecution of a patent application has a duty of candor and good 
faith in dealing with the Office, which includes a duty to disclose to the Office all information known to that individual to be material to 
patentability as defined in this section. The duty to disclose information exists with respect to each pending claim until the claim is canceled 
or withdrawn from consideration, or the application becomes abandoned. Information material to the patentability of a claim that is canceled 
or withdrawn from consideration need not be submitted if the information is not material to the patentability of any claim remaining under 
consideration in the application. There is no duty to submit information which is not material to the patentability of any existing claim. The 
duty to disclose all information known to be material to patentability is deemed to be satisfied if all information known to be material to 
patentability of any claim issued in a patent was cited by the Office or submitted to the Office in the manner prescribed by §§ 1.97(b)-(d) 
and 1 .98. However, no patent will be granted on an application in connection with which fraud on the Office was practiced or attempted or 
the duty of disclosure was violated through bad faith or intentional misconduct. The Office encourages applicants to carefully examine: 

(1) prior art cited in search reports of a foreign patent office in a counterpart application, and 

(2) the closest information over which individuals associated with the filing or prosecution of a patent application believe any 
pending claim patentably defines, to make sure that any material information contained therein is disclosed to the Office. 

(\$ Under this section, information is material to patentability when it is not cumulative to information already of record or being 
mad&bf record in the application, and 

jl| (1) It establishes, by itself or in combination with other information, a prima facie case of unpatentability of a claim; or 

j f- (2) It refutes, or is inconsistent with, a position the applicant takes in: 

[' , (i) Opposing an argument of unpatentability relied on by the Office, or 

\ ~* (ii) Asserting an argument of patentability. 

A rjijua facie case of unpatentability is established when the information compels a conclusion that a claim is unpatentable under the 
preponderance of evidence, burden-of-proof standard, giving each term in the claim its broadest reasonable construction consistent with the 
specification, and before any consideration is given to evidence which may be submitted in an attempt to establish a contrary conclusion of 
patentability. 

(c) Individuals associated with the filing or prosecution of a patent application within the meaning of this section are: 

( 1 ) Each inventor named in the application: 

(2) Each attorney or agent who prepares or prosecutes the application; and 

(3) Every other person who is substantively involved in the preparation or prosecution of the application and who is associated 
with the inventor, with the assignee or with anyone to whom there is an obligation to assign the application. 

(d) Individuals other than the attorney, agent or inventor may comply with this section by disclosing information to the attorney, 
agent, or inventor. 



